Fusel3: x

TIME CLOCK

PART NO. DESCRIPTION m

Digital Time Clock 7 Day 1CH 150HR RESERVE

DISPLAY LCD
VOLTAGE 220-240V 50/60Hz
MAXIMUM LOAD 16A/250V AC Resistive, 4A/250V AC Inductive
TERMINAL CAPACITY 4mm?2
FUNCTIONS On/Off, Pulse, Countdown
IP RATING 20

* Bell Transformer
PART NO. DESCRIPTION m eneissers OB E |
ABTR Bell Transformer 8V 1A ‘1

— '.L

VOLTAGE 230V 50Hz i s
MAXIMUM LOAD 8V/1A, 12V/0.67A, 24V/0.33A AC Resistive, 4A/250V AC Inductive Lo 2Vt

TERMINAL CAPACITY 4mm?2/1.5Nm

INSTALLATION CONTACTORS
SUPPLIED WITH 2 x 9mm HEAT DISSIPATION SPACERS (+1)

PART NO. DESCRIPTION MODULE 18MM

INC202 20A 2P N/O 230V 1 (1)
INC254 25A 4P N/O 230V 2(+1) T
INC402 40A 2P N/O 230V 2(+1)

INC634 63A 4P N/O 230V 3(+)

PART NO. INC202 INC402 INC254 INC634

No. of Poles (N/O) INC254
AC-7a(A) 20 40 25 63

AC-7b (A) 6.4 15 8.5 20

Ith (Thermal) (A) 20 40 25 63

Holding VA 2.7 4.6 4.6 6.5

Inrush VA 9.2 34 34 53

Dissipated W 1.2 1.6 1.6 2.1

Torque (Control Circuif) 0.8Nm 0.8Nm 0.8Nm 0.8Nm

Torque (Power Circuit) 0.8Nm 3.5Nm 0.8Nm 3.5Nm

Max Cable Capacity 4mm? 16mm? 4mm? 16mm? INC402

Module Width 18mm 36mm 36mm 54mm




